
ARTCOUSTIC LOUDSPEAKERSPRODUCT SHEET – EVOLVE 1 PRECISION MONITOR

EVOLVE 1 PRECISION MONITOR

Operating Range: 100 Hz (-6 dB) to 20 kHz
Sensitivity: 88 dB
Maximum Power Handling: 30 Watt
Impedance: 8 ohms
Average Peak SPL: 104 dB
Weight: 1 kg
Dimensions: H: 120 W: 120 D: 98 mm  
Cabinet: Outdoor IP66 standard colour NCS S 2500-N. optional RAL and NCS
   In-door Black, White, RAL, NCS
Screen: IP66 standard Black metal grille

dimensions are in mm
SCHEMATICS

artcoustic.com

POLAR RESPONSE

The Evolve 1 is an impressive sounding full-range 
speaker solution, packed with high-end finesse and an 
impressive dynamic range, all from a very small and 
aesthetic form factor.

12
0

120 92

109 53
27

30

front view side view rear view

+3
90°

60°

30°

0°
360°

270°

210°

240°

180°

120°

150°

330°

300°

0
-3

-6
-9

dB

+3
90°

60°

30°

0°
360°

270°

210°

240°

180°

120°

150°

330°

300°

0
-3

-6
-9

dB

horizontal polar response 1m vertical polar response 1m 3D polar response 1m16000Hz
6500Hz
2500Hz
1000Hz

1m


